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Before You Begin Accelerometer Calibration!

Step One Obtain the accelerometer case that came with your 
Sensory Sentinel. 

Connect all sensors and prepare the system for operation by following 
the Setup Guide.

Step Two Select “Settings” in the Sensory Sentinel Program.

Step Three Select the “Calibration” tab.
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Step Four Select “Calibrate to milli-g” on the right side of the 
calibration window.

Step Five Obtain sensitivity value from Calibration Data Card 
found in the accelerometer case.

Step Six Enter sensitivity value in Accelerometer Sensitivity 
(mV/G) box. 



1

Before You Begin Microphone Calibration!

Step One Obtain microphone calibrator. Set the toggle on the 
lower left side to “94.”

Connect all sensors and prepare the system for operation by following 
the Setup Guide.

Step Two Select “Settings” in the Sensory Sentinel Software.

Step Three Select the “Calibration” tab.
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Step Four Select “Using Microphone Calibrator.” Ensure the 
“Pistonphone Output Level” is set to 94.

Step Five Place microphone in Calibrator.

Step Six Press the button above the toggle. This will generate a 
1,000 Hz tone for 60 seconds.
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Step Seven Press “Perform Calibration” and wait for 
completion. If calibration is successful, message will pop up 

“Calibration Successful!”

Ensure all cables are connected properly and repeat 
calibration process.

Contact Turner Scientific for additional support at 
info@turnerscientific.com
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